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1
METHOD AND SYSTEM FOR
CONTROLLING ANTI-JERK OF HYBRID
ELECTRIC VEHICLE

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to and the benefit of
Korean Patent Application No. 10-2012-0142061 filed in the
Korean Intellectual Property Office on Dec. 7, 2012, the
entire contents of which are incorporated herein by reference.

TECHNICAL FIELD

The present disclosure relates to a method and a system for
controlling anti-jerk of a hybrid vehicle in which shift vibra-
tion and shock are reduced by reverse phase controlling of a
drive motor during gear-shifting of a hybrid vehicle without a
torque converter.

BACKGROUND

As well known, a hybrid vehicle (a hybrid electric vehicle)
uses an internal combustion engine and a battery power sup-
ply together. That is, the hybrid vehicle uses power of the
internal combustion engine and power of the drive motor that
are efficiently combined with each other.

The hybrid vehicle, for example, as shown in FIG. 1, may
include an engine 10, a drive motor 20, an engine clutch 30 for
controlling power transmission between the engine 10 and the
drive motor 20, a transmission 40, a differential gear 50, a
battery 60, an integrated starter-generator 70 for starting the
engine 10 or generating power by torque of the engine 10, and
wheels 80.

In addition, the hybrid vehicle may include a hybrid control
unit (HCU) 200 for controlling an entire operation of the
hybrid vehicle, an engine control unit (ECU) 110 for control-
ling an operation of the engine 10, a motor control unit
(MCU) 120 for controlling an operation of the drive motor 20,
a transmission control unit (TCU) 140 for controlling an
operation of the transmission 40, and a battery control unit
(BCU) 160 for controlling and managing the battery 60.

The BCU 160 may be a battery management system
(BMS). The integrated starter-generator 70 may be an inte-
grated starter and generator (ISG) or a hybrid starter and
generator (HSG).

The above-described hybrid vehicle may be driven in travel
modes such as an electric vehicle (EV) mode, a pure hybrid
vehicle mode, in which only the power of the drive motor 20
is employed, a hybrid electric vehicle (HEV) mode in which
the torque of the engine 10 is used as main power and the
torque of the drive motor 20 is used as an auxiliary power, and
a regenerative braking (RB) mode in which brake and inertia
energy is collected by power generation of the drive motor 20
to be charged in the battery 60 when a vehicle is braked or
travels by inertia.

As described above, the hybrid vehicle uses the mechanical
energy of the engine and the electrical energy of the battery
together, and optimal operation regions of the engine and the
drive motor, and the hybrid vehicle collects energy by the
drive motor when is braked. These enhance fuel consumption
and efficient use of energy.

In the above-described hybrid vehicle, since the engine
clutchis used instead of a torque converter, and the engine and
an automatic transmission are combined with each other, a
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2

drawback exists that a mechanical (passive) damping effect
cannot be obtained, which the conventional torque converter
has.

In the hybrid vehicle, since an additional damping unit is
excluded or the damping unit becomes smaller, vibration of a
drive shaft is generated and an shock phenomenon such as
shock and jerk (momentary rapid movement) is generated
during gear-shifting, tip-in/out (an operation of stepping on or
taking a foot off an accelerator pedal), and combination of the
engine clutch. These deteriorate ride comfort and drivability.

That s, since the damping unit between a torque source (an
engine and a motor) and a driving system is excluded or the
damping unit is small in the above-described hybrid vehicle,
another problem exists that vibration from the torque source,
vibration during gear-shifting, and vibration from the outside
are not easily offset.

The drivability and ride comfort of the hybrid vehicle may
not be good when the vibration from the torque source or the
vibration from the outside is not effectively reduced.

In the conventional art for addressing the above problem,
anti-jerk is performed by delaying ignition timing through the
engine control unit (ECU).

An example of the conventional art is disclosed in Japanese
Patent Laid-Open Publication No. 2006-97622.

Since the Japanese Patent Laid-Open Publication No.
2006-97622 is provided to stop anti-jerk during launch of a
creep or gear-shifting in order to reduce unintended shock
caused by anti-jerk, a problem exists that jerk is not substan-
tially reduced.

The above information disclosed in this Background sec-
tion is only for enhancement of understanding of the back-
ground of the invention and therefore it may contain infor-
mation that does not form the prior art that is already known
in this country to a person of ordinary skill in the art.

The above information disclosed in this Background sec-
tion is only for enhancement of understanding of the back-
ground of the invention and therefore it may contain infor-
mation that does not form the prior art that is already known
in this country to a person of ordinary skill in the art.

SUMMARY

Therefore, an object of the present disclosure is to provide
a method and a system for controlling anti-jerk of a hybrid
vehicle in which a shift shock is reduced by reverse phase
controlling a drive motor during gear-shifting of a hybrid
vehicle without a torque converter.

Another object of the present invention is to provide a
method and a system for controlling the anti-jerk of a hybrid
vehicle in which a gear-shifting range is divided into a range
in which anti-jerk is allowed and a range in which anti-jerk is
prohibited, and a drive motor is reverse phase controlled
using a motor controlunit (MCU) in the range where anti-jerk
is allowed so that shock in accordance with gear-shifting is
reduced.

An exemplary embodiment provides a method of control-
ling the anti-jerk of a hybrid vehicle without a torque con-
verter. The method includes determining whether a gear-
shifting command is outputted from a transmission control
unit of the hybrid vehicle, when it is determined that the
gear-shifting command is outputted, confirming a gear-shift-
ing range divided into at least three phases in accordance with
the gear-shifting command, determining whether the corre-
sponding divided gear-shifting range is an anti-jerk allowed
gear-shifting range, and, when it is determined that the cor-
responding gear-shifting range is the anti-jerk allowed gear-
shifting range, reverse phase controlling a drive motor of the
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hybrid vehicle by a predetermined value in order to reduce or
attenuate vibration and shock generated in the corresponding
gear-shifting range.

The gear-shifting command may be generated based on a
vehicle speed signal and an accelerator pedal sensor (APS)
signal.

The gear-shifting range may be divided into, at least, a
gear-shifting preparing range, an actual gear-shifting range,
and a gear-shifting terminating range.

The gear-shifting preparing range and the gear-shifting
terminating range may be set as anti-jerk allowed ranges and
the actual gear-shifting range may be set as an anti-jerk pro-
hibited range.

The gear-shifting preparing range and the gear-shifting
terminating range may be set as ranges in which only a torque
level of a transmission by hydraulic pressure control is
changed without a change in a gear ratio when gear-shifting is
performed. The actual gear-shifting range may be set as a
range in which the gear ratio is changed in order to follow a
target gear ratio when gear-shifting is performed.

The divided gear-shifting ranges may be matched to anti-
jerk allowed ranges or anti-jerk prohibited ranges to form a
map.

Another exemplary embodiment encompasses a system for
controlling the anti-jerk of a hybrid vehicle driven by a proper
combination of power of an engine and power of a drive
motor. The system includes an engine clutch for controlling
power transmission between the engine and the drive motor,
an accelerator pedal manipulated by a driver, a vehicle speed
sensor for sensing a vehicle speed of the hybrid vehicle, a
transmission control unit for controlling a transmission of the
hybrid vehicle, a motor control unit for controlling the drive
motor of the hybrid vehicle, and an anti-jerk control unit for
controlling anti-jerk when gear-shifting is performed based
on signals of the accelerator pedal, the vehicle speed sensor,
the transmission control unit, and the motor control unit. The
anti-jerk control unit may be operated by a predetermined
program for performing the method of controlling anti-jerk of
a hybrid vehicle according to the embodiment.

The embodiments reduce shift shock effectively and cor-
rectly by reverse phase controlling the drive motor during
gear-shifting of the hybrid vehicle without the converter.

The gear-shifting range is divided into anti-jerk allowed
ranges and anti-jerk prohibited ranges and the drive motor is
reverse phase controlled using the MCU in the anti-jerk
allowed ranges so that shock in accordance with gear-shifting
may be efficiently reduced.

The anti-jerk is controlled by the drive motor having higher
responsiveness and controllability than those of the engine so
that anti-jerk performance may be improved.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 s a schematic diagram of a common hybrid vehicle.

FIG. 2 is a schematic diagram of a system for controlling
anti-jerk of a hybrid vehicle according to an exemplary
embodiment of the present disclosure.

FIG. 3 is a flowchart of a method of controlling anti-jerk of
a hybrid vehicle according to an exemplary embodiment of
the present disclosure.

FIG. 4 is a graph showing divided gear-shifting ranges
according to an exemplary embodiment of the present disclo-
sure.

FIG. 5 is a graph showing anti-jerk allowed or prohibited
ranges corresponding to the divided gear-shifting ranges
according to an exemplary embodiment of the present disclo-
sure.
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4
DETAILED DESCRIPTION OF THE
EMBODIMENTS

The present disclosure will be described more fully here-
inafter with reference to the accompanying drawings, in
which exemplary embodiments are shown. However, the
present inventive concept is not limited to the exemplary
embodiments described hereinafter but may be specified in
other forms.

In addition, when, in the specification, it is referred that a
part includes a certain constituent element, unless described
to the contrary, it does not mean that other constituent ele-
ments are excluded but means that the constituent element
may be further included.

In the entire specification, the same reference numerals
represent the same constituent elements.

FIG. 1is a view schematically showing a hybrid vehicle to
which an anti-jerk control system according to an exemplary
embodiment of the present disclosure is applied.

As shown in FIG. 1, a hybrid vehicle to which an anti-jerk
control system according to an exemplary embodiment of the
present disclosure is applied may include an engine 10, a
motor 20, an engine clutch 30 for interrupting power between
the engine 10 and the motor 20, a transmission 40, a differ-
ential gear 50, a battery 60, an integrated starting/generating
motor 70 for starting the engine 10 or generating power by an
output of the engine 10, wheels 80, a hybrid control unit
(HCU) 200 for controlling an entire operation of the hybrid
vehicle, a battery control unit (BCU) 160 for managing and
controlling the battery 60, and a motor control unit (MCU)
120 for controlling an operation of the motor 20.

FIG. 2 is a block diagram showing an anti-jerk control
system according to an exemplary embodiment of the present
disclosure.

An anti-jerk system according to an exemplary embodi-
ment of the present disclosure is an anti-jerk control system
for suppressing or reducing vibration and shock generated
during gear-shifting.

The anti-jerk system according to the exemplary embodi-
ment of the present disclosure includes the engine clutch 30
for interrupting power connection between the engine 10 and
the drive motor 20, an accelerator pedal 310 manipulated by
a driver, a vehicle speed sensor 330 for sensing the speed of
the hybrid vehicle, a transmission input shaft speed sensor 42
for sensing the input shaft speed of the transmission 40, a
transmission control unit (TCU) 140 for controlling the trans-
mission 40 of the hybrid vehicle, the MCU 120 for controlling
the drive motor of the hybrid vehicle, and an anti-jerk control
unit 300 for controlling the anti-jerk when gear-shifting is
performed based on signals of the accelerator pedal 310, the
vehicle speed sensor 330, the TCU 140, and the MCU 120.

The engine clutch 30 may be an engine clutch mounted in
a common hybrid vehicle.

Due to the engine clutch 30, a torque converter mounted in
a transmission of a common vehicle is removed from the
hybrid vehicle to which the anti-jerk control system accord-
ing to the exemplary embodiment of the present disclosure is
applied. Thus, no torque converter exists in the hybrid vehicle
to which the anti-jerk control system according to the exem-
plary embodiment of the present disclosure is applied.

The accelerator pedal 310 is a common accelerator pedal
applied to a vehicle. The position of the accelerator pedal in
accordance with the manipulation of the accelerator pedal
310 is detected by an accelerator position sensor (APS) 320.
The APS 320 may be a common accelerator position sensor
applied to a vehicle.
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According to the embodiment of the present disclosure, the
vehicle speed sensor 330 may be, for example, a vehicle speed
sensor attached to a wheel to detect a rotation speed or, for
example, a vehicle speed sensor attached to a final reduction
gear of the transmission. However, it should be understood
that the scope of the present disclosure is not limited thereto.
Although another vehicle speed sensor is used, the spirit of
the present inventive concept may be applied to any sensor
that enables a value corresponding to an actual vehicle speed
to be calculated.

The transmission input shaft speed sensor 42 may be a
sensor provided in a common hybrid vehicle to sense the
input shaft speed of the transmission 40.

As shown in FIGS. 4 and 5, the TCU 140 commands the
transmission 40 to perform gear-shifting so that the gear-
shifting is performed.

The TCU 140 may command the transmission 40 to per-
form the gear-shifting based on vehicle speed information
and accelerator pedal position information.

The TCU 140 transmits a hydraulic pressure to a clutch in
the transmission 40 using various information items such as a
current gearshift and a target gearshift and torques of the
engine 10 and the drive motor 20 to control gear-shifting.

As shown in FIGS. 4 and 5, the TCU 140 divides a gear-
shifting range to control gear-shifting.

The gear-shifting range may be divided into various phases
in accordance with a developer of the TCU.

The TCU 140 determines an anti-jerk allowing or prohib-
iting signal by phase in accordance with a gear-shifting char-
acteristic to provide the determined anti-jerk allowing or pro-
hibiting signal to the MCU 120.

The anti-jerk control unit 300 according to the exemplary
embodiment of the present disclosure receives the anti-jerk
allowing or prohibiting signal from the TCU 140 and/or the
MCU 120 by each divided gear-shifting range to perform the
anti-jerk during the gear-shifting.

The gear-shifting phases shown in FIGS. 4 and 5 may be
differently used in accordance with the developer of the TCU.
However, the shown three phases (a gear-shifting preparing
range—an actual gear-shifting range—a gear-shifting termi-
nating range) are commonly provided in the TCU.

In general, it is known that shift vibration and shock are
generated in torque phase ranges corresponding to the gear-
shifting preparing range and the gear-shifting terminating
range during the gear-shifting.

Therefore, the anti-jerk control unit 300 according to the
exemplary embodiment of the present disclosure performs
the anti-jerk in the torque phase ranges and does not perform
the anti-jerk in an inertia range corresponding to the actual
gear-shifting range.

According to the exemplary embodiment of the present
disclosure, the torque phase range may be defined as a gear-
shifting control range in which only a torque level of a trans-
mission clutch by hydraulic pressure control changes without
a change in a gear ratio during gear-shifting control.

According to the exemplary embodiment of the present
disclosure, the inertia phase range may be defined as a gear-
shifting control range in which the gear ratio is changed to
follow a target gear ratio and clutch slip is generated.

The anti-jerk control unit 300 is implemented by at least
one microprocessor operated by a predetermined program or
hardware elements including the microprocessor. The prede-
termined program includes a series of commands for per-
forming a later-described anti-jerk control method according
to an exemplary embodiment of the present disclosure.

According to the exemplary embodiment of the present
disclosure, the anti-jerk control unit 300 may include a MCU
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for controlling the drive motor 20, a TCU for controlling the
transmission 40, and a HCU for controlling an entire opera-
tion of the hybrid vehicle.

Inthe later-described anti-jerk control method according to
the exemplary embodiment of the present disclosure, partial
processes may be performed by the anti-jerk control unit and
other partial processes may be performed the MCU, the TCU,
or the HCU.

However, it should be understood that the scope of the
present disclosure is not limited to description of later-de-
scribed embodiments. A control unit may be realized by a
combination of elements different from that described in the
exemplary embodiment of the present disclosure. The anti-
jerk control unit, the MCU, the TCU, and the HCU may
perform processes of a combination different from that
described in the exemplary embodiment of the present dis-
closure.

Hereinafter, a method of controlling anti-jerk of a hybrid
vehicle according to an exemplary embodiment of the present
disclosure will be described in detail with reference to the
accompanying drawings.

FIG. 3 is a flowchart showing a method of controlling
anti-jerk of a hybrid vehicle according to an exemplary
embodiment of the present disclosure.

As shown in FIG. 3, the anti-jerk control unit 300 deter-
mines whether a gear-shifting command for performing gear-
shifting is outputted from the TCU 140 S110.

The TCU 140 may generate the gear-shifting command
based on a vehicle speed signal and an APS signal.

The vehicle speed signal is sensed by the vehicle speed
sensor 330 to be outputted. The APS signal is outputted by the
APS 320.

The TCU 140 provides information on the gear-shifting
preparing range, the actual gear-shifting range, and the gear-
shifting terminating range as shown in FIGS. 4 and 5 when the
gear-shifting command is outputted.

The gear-shifting command shown in FIG. 4 is a down shift
command and the gear-shifting command shown in FIG. 5 is
an up shift command.

When it is determined in S110 that the gear-shifting com-
mand is outputted by the TCU 140, the anti-jerk control unit
300 confirms information on the gear-shifting preparing
range, the actual gear-shifting range, and the gear-shifting
terminating range provided to the MCU 120 S120.

In FIG. 5, the starting point of the gear-shifting preparing
range is defined as shift start, and the ending point of the
gear-shifting preparing range (or a starting point of the actual
gear-shifting range) is defined as shift begin. The ending point
of the actual gear-shifting range (or a starting point of the
gear-shifting terminating range) is defined as shift finish, and
the ending point of the gear-shifting terminating range is
defined as shift end.

The shift start is a point in time when a gear-shifting control
start command is generated. The shift begin is a slip starting
point of a transmission clutch when an actual gear ratio
change is generated in a transmission. The shift finish is a
point in time when an actual gear ratio change of the trans-
mission is completed. The shift end is a point in time when
gear-shifting control is completed.

The anti-jerk control unit 300 sets the gear-shifting prepar-
ing range and the gear-shifting terminating range as the anti-
jerk allowed ranges and sets the actual gear-shifting range as
an anti-jerk prohibiting range.

The anti-jerk control unit 300 sets the gear-shifting prepar-
ing range and the gear-shifting terminating range as ranges in
which only the torque level of the transmission by the hydrau-
lic pressure control is changed without a change in the gear
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ratio when gear-shifting is performed and sets the actual
gear-shifting range as a range in which the gear ratio is
changed in order to follow the target gear ratio when gear-
shifting is performed.
The gear-shifting preparing range, the gear-shifting termi-
nating range, and the actual gear-shifting range may be fur-
ther divided as shown in FIG. 5.
For example, as shown in FIG. 5, the gear-shifting prepar-
ing range may be divided into ranges 1 to 4, the actual gear-
shifting range may be divided into ranges 5 and 6, and the
gear-shifting terminating range may be divided into ranges 7
to 9.
As shown in the table of FIG. 5, the divided gear-shifting
ranges may be matched to the anti-jerk allowed ranges or the
anti-jerk prohibited ranges to form a map. The map may be
stored in the anti-jerk control unit 300 to be used.
When information on the respective gear-shifting ranges is
confirmed in S120, the anti-jerk control unit 300 determines
whether a corresponding gear-shifting period is the anti-jerk
allowed period when gear-shifting control is performed by
the TCU 140 S130.
When it is determined in S130 that the corresponding gear-
shifting range is the anti-jerk allowed range, the anti-jerk
control unit 300 performs a reverse phase control on the drive
motor 20 of the hybrid vehicle by a predetermined value in
order to reduce or attenuate vibration and shock generated in
the corresponding gear-shifting range S140.
The anti-jerk control unit 300 controls a current applied to
the drive motor 20 to perform the reverse phase drive control.
Therefore, according to the exemplary embodiment of the
present disclosure, during the gear-shifting of the hybrid
vehicle, the shift vibration and shock may be effectively
reduced and attenuated by the reverse phase controlling of the
drive motor.
While this invention has been described in connection with
what is presently considered to be practical exemplary
embodiments, it is to be understood that the inventive concept
is not limited to the disclosed embodiments, but, on the con-
trary, is intended to cover various modifications and equiva-
lent arrangements included within the spirit and scope of the
appended claims.
What is claimed is:
1. A method of controlling anti-jerk of a hybrid vehicle
without a torque converter, comprising:
determining whether a gear-shifting command is outputted
from a transmission control unit of the hybrid vehicle;

confirming a gear-shifting range divided into at least three
phases in accordance with the gear-shifting command,
when it is determined that the gear-shifting command is
outputted;
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determining whether the corresponding divided gear-shift-
ing range is an anti-jerk allowed gear-shifting range; and
reverse phase controlling, by a motor control unit, a drive
motor of the hybrid vehicle by a predetermined value in order
to reduce or attenuate vibration and shock generated in the
corresponding gear-shifting range, when it is determined that
the corresponding gear-shifting range is the anti-jerk allowed
gear-shifting range,
wherein the gear-shifting range is divided into, at least, a
gear-shifting preparing range, an actual gear-shifting
range, and a gear-shifting terminating range, and

wherein the gear-shifting preparing range and the gear-
shifting terminating range are set as anti-jerk allowed
ranges and the actual gear-shifting range is set as an anti
jerk prohibited range.

2. The method of claim 1, wherein the gear-shifting com-
mand is generated based on a vehicle speed signal and an
accelerator pedal sensor (APS) signal.

3. The method of claim 1 wherein the gear-shifting prepar-
ing range and the gear-shifting terminating range are set as
ranges in which only a torque level of a transmission by
hydraulic pressure control is changed without a change in a
gear ratio when gear-shifting is performed, and

wherein the actual gear-shifting range is set as a range in

which the gear ratio is changed in order to follow a target
gear ratio when gear-shifting is performed.

4. The method of claim 1, wherein the divided gear-shifting
ranges are matched to anti-jerk allowed ranges or anti-jerk
prohibited ranges to form a map.

5. A system for controlling anti-jerk of a hybrid vehicle
driven by a proper combination of power of an engine and
power of a drive motor, comprising:

an engine clutch for controlling power transmission

between the engine and the drive motor;

an accelerator pedal manipulated by a driver;

a vehicle speed sensor for sensing a vehicle speed of the

hybrid vehicle;

atransmission controlunit for controlling a transmission of

the hybrid vehicle;

a motor control unit for controlling the drive motor of the

hybrid vehicle; and

an anti-jerk control unit for controlling the anti-jerk when

gear-shifting is performed based on signals of the accel-
erator pedal, the vehicle speed sensor, the transmission
control unit, and the motor control unit,

wherein the anti-jerk control unit is operated by a prede-

termined program for performing any one of claims 1, 2,
3, and 4.



